
 
 

 

  

   
 

  
 

 

 

 

  
  

 

  
 

 

   

 
 

 

 

 
 

 

Cat® D6T 
Track-Type Tractor 

The new D6T dozer makes high efficiency dozing easy. A smooth-shifting, fully automatic four-speed Cat® transmission continuously 
optimizes the power train for the application. You save fuel and operator effort, without sacrificing durability, power or productivity. 
Work smarter too, with a full range of Cat Connect GRADE technology features to fit your job site needs. 

Performance 
• New, fully automatic four-speed lock-up clutch transmission 

continuously optimizes gear and engine speed for the application 
without added operator input . 

• Added gear bet ween first and second, and seamless lock-up clutch 
engagement, for exceptionally smooth shif ting. 

• Maintains power to the ground through load changes for an 
aggressive feel in the dir t . 

• Up to 2.5 percent more productive – move more material per hour.* 

• Faster implement response*, especially with GR ADE technologies. 

• Versatilit y – pushing power you want for heav y dozing and the 
fine control you need for finish grading – all in one easy-to
transpor t machine. 

Effi ciency 
• Full-time Auto Shif t for significantly bet ter fuel ef ficiency with less 

operator ef for t – without sacrificing per formance. 

• Up to 20 percent more fuel ef ficient * – as much as 3 0 percent bet ter 
in lighter load finish grading applications. 

• Sustainable: fuel savings reduces CO2 production by an average of 
approximately 16.6 metric tons per year. 

*Compared to previous model. 
(�) = Standard 
(z) = Optional 

Cat Connect Technology 
• Automatically maintain es tablished blade position with Cat GR ADE 

with Slope Assist (�). F inish jobs faster, with bet ter sur face qualit y 
and significantly less operator ef for t . No additional hardware required. 

• W hether production dozing or finish grading, take on 3D design plans 
more ef ficiently with Cat GRADE with 3D (z). Factor y integrated 
grade control system features cab roof-mounted GNSS antennas to 
eliminate blade masts and cables. Includes AutoCarr y™ to fur ther 
boos t productivit y. 

• Versatile, scalable Cat AccuGrade™ (z) is a dealer-installed grade 
control system. Choice of Laser, Global Navigation Satellite System 
(GNSS) or Universal Total Station (U TS) so you get the right level 
of accuracy to match your job requirements. 

• Factor y equip your dozer for easy installation of an AccuGrade 
system with the AccuGrade Ready Option (A RO) (z). 

• Manage your fleet more ef fectively and profi tably with 
Product Link™/ VisionLink® remote monitoring. 

Ease of Operation 
• Change ground speeds easily – in large (half gear) or small 

(one-tenth gear) increments – with detented thumb roller. 

• New L iquid Cr ystal Display (LCD) places machine data, set tings 
menus, grade control data and more conveniently in front of 
the operator. 

• Display enables coded s tar t and operator profiles. 

• Improved blade feedback with updated implement joystick . 

• More ground clearance and bet ter penetration with new high-lif t, 
multi-shank ripper. 

• Easier transpor t with available narrow blade/push arms on D6 T X L , 
or foldable blade on X W/LGP VPAT tractors. 



 
 

 
 

 

 
 

 

   
 
  

 
 

 

  

  

    

 

 

 

Cat® D6T Track-Type Tractor 

Engine Operating Weight 
Engine Model Cat C9. 3 ACER T ™ 

U.S. EPA Tier 4 Final / 
Emissions 

EU S tage IV/ Korea Tier 4 F inal 

Build Number 19 

Net Power (Rated) – 2, 2 0 0 rpm 

ISO 924 9/SA E J13 4 9 161 kW 215 hp 

ISO 924 9/SA E J13 4 9 (DIN) 218 hp 

Net Power (Maximum) – 1, 2 0 0 rpm 

ISO 924 9/SA E J13 4 9 18 3 kW 245 hp 

ISO 924 9/SA E J13 4 9 (DIN) 24 8 hp 

Displacement 9. 3 L 

• All non-road T ier 4 Interim and Final, Stage IIIB and IV, and Korea Tier 4 
diesel engines are required to use only Ultra L ow Sulfur Diesel (UL SD) 
fuels containing 15 ppm EPA /10 ppm EU (mg /kg) sulfur or less. Biodiesel 
blends up to B2 0 (20% blend by volume) are acceptable when blended 
with 15 ppm (mg/kg) sulfur or less UL SD. B20 should meet AST M D74 6 7 
specification (biodiesel blend s tock should meet Cat biodiesel spec, 
ASTM D6751 or EN 14214). Cat DEO-UL S ™ or oils that meet the Cat ECF -3, 
API CJ-4, and ACE A E9 specification are required. Consult your OMM for 
fur ther machine specific fuel recommendations. 

• Diesel E xhaus t Fluid (DEF ) used in Cat Selective Cataly tic Reduction (SCR) 
sys tems must meet the requirements outlined in the International 
Organization for Standardization (ISO) standard 2 2 241. 

• The air conditioning system on this machine contains the fluorinated 
greenhouse gas refrigerant R13 4a (Global Warming Potential = 14 3 0). 
The system contains 1.8 kg of refrigerant which has a CO2 equivalent 
of 2.5 74 metric tonnes. 

Service Refill Capacities 

X L SU 21 3 8 2 kg 

XL VPAT 24 060 kg 

X L Fine Grading 2 2 65 0 kg 

X L Narrow 2 2 5 8 0 kg 

X W SU 2 2 18 5 kg 

X W VPAT 24 515 kg 

X W VPAT with foldable blade 2 6 695 kg 

LGP S 2 3 29 9 kg 

LGP VPAT 24 73 3 kg 

LGP VPAT with foldable blade 2 6 913 kg 

• Operating weight includes blade, lubricants, coolant, full fuel tank , 
standard track , ROPS / FOPS cab, drawbar and operator. 

Blades 
Capacity Width 

6 SU – XL 5.5 5 m 3 3 2 61 mm 

6 SU – XL Narrow * 4.9 5 m 3 2 9 9 0 mm 

6 VPAT – X L 4 .6 4 m3 3 8 8 0 mm 

6 SU – X W 5.6 4 m3 3 5 6 2 mm 

6 VPAT – X W 5.0 2 m3 416 0 mm 

6 VPAT – X W Foldable 5.9 9 m 3 3 85 6 mm 

6 S – LGP 3.79 m 3 4 0 6 3 mm 

6 VPAT – LGP 5.0 2 m3 416 0 mm 

6 VPAT – LGP Foldable 5.9 9 m 3 3 85 6 mm 

*Not available in all areas. 

Fuel Tank 3 6 8 L
 

DEF Tank 17.1 L
 

Dimensions 

XL 
XL Fine 
Grading 

XL 
Narrow X W LGP 

XL 
VPAT 

XW 
VPAT 

XW 
VPAT 

Foldable 
LGP 

VPAT 

LGP 
VPAT 

Foldable 

Width of Tractor without Trunnions (standard track) 24 4 0 mm 24 4 0 mm 24 4 0 mm 2 79 2 mm 3201 mm 2 717 mm 29 9 6 mm 29 96 mm 314 3 mm 314 3 mm 

Machine Height to Product Link Antenna(1) 325 3 mm 32 5 3 mm 32 5 3 mm 325 3 mm 3 3 0 3 mm 3 25 3 mm 3 303 mm 3 30 3 mm 3 3 0 3 mm 3 3 0 3 mm 

Length of Track on Ground 2 814 mm 2814 mm 2814 mm 2814 mm 324 5 mm 2 814 mm 3 245 mm 324 5 mm 324 5 mm 324 5 mm 

Length of Basic Tractor(2 ) 4210 mm 4210 mm 4210 mm 4210 mm 4 415 mm 4 8 9 4 mm 5 0 02 mm 5 002 mm 5 00 2 mm 50 02 mm 

Ground Clearance 3 75 mm 3 75 mm 3 75 mm 3 75 mm 4 0 6 mm 3 75 mm 4 0 6 mm 4 0 6 mm 4 0 6 mm 4 0 6 mm 

Ground Pressure (ISO 1675 4)(3) 5 9.7 kPa 6 4 .7 kPa 6 4 .5 kPa 4 5.8 kPa 3 5.2 kPa 6 7. 4 kPa 47.7 kPa 5 2 .0 kPa 4 3. 3 kPa 47.2 kPa 
(1) Height measured from ground line. Add grouser height for total dimension on hard sur faces. W hen Cat GR ADE with 3D antennas are installed, overall machine 

height increases by approximately 82 mm. 
(2 ) Add 218 mm for drawbar. Add 13 8 7 mm /12 91 mm for ripper on shor t track roller frame and long track roller frame machines respectively. 
(3) All dimensions above with Heav y Dut y undercarriage. X L and X W with SU blade, LGP with S blade with no rear at tachments unless other wise specified 

and calculated per ISO 1675 4 . 

F or more complete infor mation on Cat product s, dealer ser vices, and indus tr y solutions, v isit us on the web at www.cat.com 

© 2 016 Caterpillar 
All rights reser ved 

Materials and speci fications are subject to change wi thou t not ice. Feat ured machines in photos may include addi tional equipment . 
See your Cat dealer for available opt ions . 

C AT, C AT E RPIL L A R , S A F E T Y.CAT.COM, their respective logos, “Caterpillar Yellow ” and t he “Power Edge” trade dress, as well as 
corporate and product iden ti t y used herein, are trademarks of Caterpillar and may not be used wi thout permission. 

V isionL ink is a trademark of Trimble Nav igation L imi ted, registered in the Uni ted S tates and in o ther count ries . 

AE XQ19 69 (11-2016) 
Build Number 19 

(Eur-Aus-NZ-Korea) 
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